
sales@mascot.no

Mascot FRANCE
38 rue Leo Lagrange
F-94270 Le Kremlin Bicêtre
+33 146 587 185

www.mascot.com

Main Office NORWAY
Box 177
N-1601 Fredrikstad
+ 47 69 36 43 00

Mascot UK
Bok 2090, Salisbury
Wiltshire SP2 2BH
+44 172 250 4853

Mascot DE, BENELUX
Hirschbergstr. 28/7
D-74838 Limbach
+49 628 795 140

Mascot DE, CH, AT
Tettnanger Str. 52
D-88239 Wangen
+49 752 895 1677

Mascot BALTIC, RUSSIA
Taevakivi 15
13619 Tallinn, Estonia
+372 555 21 121

Mascot SWEDEN
Box 177
N-1601 Fredrikstad
+46 526 14025Mascot AS Headquarters • PO Box 177 • 1601 Fredrikstad NORWAY • +47 69 36 43 00 • sales@mascot.no • www.mascot.no

TS010721

SAFETY PROTECTION EMCGENERAL INPUT/OUTPUT

* Some technical specifications may differ for other voltage versions.

Input voltage: 90-264 VAC, 
  50/60 Hz
Line frequency: 47-63 Hz
Max. output power: 60 W
Min. output current: 0 A
Load regulation: < 0,5%
Mains regulation: < 0,5%
Ripple: <100 mV p-p
Efficiency, approx.: 80 %
Switch frequency approx.: 40 kHz
Overshoot (90-10% load variation): < 300 mV
Undershoot (10-90% load variation): < 300 mV
Hold up time: > 20 ms
Temperature range
   • Operating: -20°C - +40°C 
  • With derating: +60°C
   • Storage: -25°C - +85°C
Derating: 1W/°C over 40°C
Dimensions (L×W×H): 135 × 80 × 44 mm
Weight: 350 g 
  (850g IP67 vers.)

Insulation class: I (2020) - II (2021,2022)
Insulation voltage 
   • Primary - secondary: 4000 VAC / 5640 VDC
Electrical safety standard: EN 60601-1, EN 60950
EMC standards
    • Medical: EN 60601-1-2
   • Emission: EN 61000-6-3
   • Immunity: EN 61000-6-1
Output terminals: Cable with/without plug

TECHNICAL SPECIFICATIONS *  

• Universal input voltage 

• PFC - Power Factor Correction

• Short circuit proof

• 3-pin IEC 320 mains connector

• Order mains cord separately

• NOTE: May only be used in applications not falling 
 under EU Directive 2009/125/EC and Reg. 2019/1782  
 and UK Regulation for Ecodesign.

For updates: see www.mascot.no
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